






SMART-450-HMS INSPECTION REWINDER

Advanced inspection slitter rewinder with excellent tension control 
suitable for label stock and thin film material. The optical camera 
can recognize and record all defects, while the printflow manager 

allows the rewinder to stop the defect right on top of the inspection 
table.  Available in width of 370mm, 450mm and 520mm.   

SMART-450-HMS AVAILABLE WIDTH: 370MM/450MM/520MM
Suitable For

Max Slitting Speed

Max Unwind Dia.

Max Rewind Dia. ( Single )

Slitting Precision

Min Slit Width

Blades Installed

AVT, BST, also other brands pls consult Rhyguan

300m/min

800mm

800mm

±0.2mm ( automatic )

±0.15mm ( shear )

±0.15mm ( razor )

≥18mm ( automatic )

≥16mm ( standard )

≥11mm ( razor )

6 sets ( included )

10 sets ( options )

* May vary depending on selected options&configurations

 
 

AUTOMATIC 
INDENTIFICATION SYSTEM
Compatible with any major brand 
inspection system camera system or 
workflow system when re-suing data 
from inspection system on printing 
press. Enough space to mount an 
ergonomic screen.

VISUAL TABLE DEFECTS REWINDER
Efficient highspeed waste rewinder, 
with a 76mm air expandable 
mandrel for efficient removal of 
waste.

INKJET NUMBERING

Factory upgrade to include optional 
inkjet numbering (front and/or 
backside) is available.

Fully Servo Driven Slitter 
Rewinder

Adjustable Acceleration 
And Deceleration 

Automatic Deceleration 
And Stop Upon Reaching 

Label Or Meter Count

Movable 2nd splice table with clamps to 
preserve web tension. Faulty labels will 
stop right on this inspection table 
automatically. Take corrective actions by 
replacing a label or by rewinding larger 
amount of waste. 

UNWINDER & WEB GUIDING
Servo driven unwind for clock wise and 
anti-clock wise unwinding. Automatic 
tension control, end-of-roll detection, 
webguide, integrated splice table, 76mm 
Unwind mandrel. Factory upgrade to 
unwind rolls with dia = 1000mm and a 
reel lift possible.

SLITTING OPTIONS
Rhyguan offers standard shear slitting 
with rotary knifes, automatic slitting 
knifes, automatic dual slitting knifes, 
razor blade slitting. A set of dual nip 
rollers ensures perfect tension in the 
slitting area. Operator controls the nips. 
Remove edges after slitting with the 
suction engine.



* May vary depending on selected options&configurations

SMART-450-HMS INSPECTION REWINDER

Reduce Mistakes Through 
Workflow Automation 

 

7.5m

12.5m

12KW

1900KGS

AVAILABLE WIDTH: 370MM/450MM/520MMSMART-450-HMS
Max Buffer Path

Max Paper Path

Total Motor Power

Weight

 
 
 

DUAL REWIND
Servo driven rewinder for clockwise 
and anti-clockwise rewinding with 
stable and servo controlled tension. 
Possible to add automatically 
controlled differential rewind shafts. 
Possible to add a separate counter.

Increase 
Productivity 

Through 
Automation

SEMI-AUTO TURRET

WEB ADVANCE

DIFFERENTIAL REWIND SHAFTS

SLITTING OPTIONS
Add shear slitting knifes. Increase 
productivity with automatic shear 
slitting to control the knifes from the 
user-interface. Optional further 
automation and razorblades.

Core-lock differential rewind shafts with 
25mm or 9mm elements. Available for 
different core sizes. Automated pressure 
control ensures stable rewind tensions. 
Optional passive lay-on roller can be 
added to remove any air-bubbles from 
building in the roll.

The optional web advance comes with 
additional clamps. And is available for 
both the upper and lower rewind. The 
web advance can also function as a 
lay-on roller when rewinding filmic 
materials

JDF/JMF�
Use Rhyguan’s digital 

platform to receive JDF job data 
from your MIS/ERP system to 

automate settings and 
automatically pass-on JMF 
management information

semi-automatic 2-spindle turret which 
will turn automatically, and lower a 
pressure arm upon reaching the counter 
set. Simple, effective and highly 
productive. Suitable for clock-wise and 
anti-clockwise rewinding.



* May vary depending on selected options&configurations

 

The WON-370 narrow-web automatic slitter rewinder is fully 
servo-driven and features taper tension control, top 

brand web guiding, turret rewind, meter and number 
counting, static eliminator etc. The ultimate 

configuration for high productivity and quality.

COUNTER

UNWINDER & WEB GUIDING
Servo driven unwind for clock wise 
and anti-clock wise unwinding. 
Automatic tension control, end-of-roll 
detection, webguide, integrated splice 
table, 76mm unwind mandrel. Factory 
upgrade to unwind rolls with dia = 
1000mm and a reel lift possible.

JDF/JMF�
Use Rhyguan’s digital 

platform to receive JDF job data 
from your MIS/ERP system to 

automate settings and 
automatically pass-on JMF 
management information

370 450 520

AVAILABLE WIDTH: 370MM/450MM/520MMWON-370

370mm

300m/min

700mm

400mm

±0.2mm ( automatic )

±0.15mm ( shear )

±0.15mm ( razor )

≥18mm ( automatic )

≥16mm ( standard )

≥11mm ( razor )

6 sets ( included )

10 sets ( options )

3m

0.4-0.6MPa

3PH+N+PE

8KW

1750×1230×1460

1300KGS

450mm

300m/min

700mm

400mm

±0.2mm ( automatic )

±0.15mm ( shear )

±0.15mm ( razor )

≥18mm ( automatic )

≥16mm ( standard )

≥11mm ( razor )

6 sets ( included )

10 sets ( options )

3m

0.4-0.6MPa

3PH+N+PE

9KW

1750×1350×1460

1600KGS

520mm

300m/min

700mm

400mm

±0.2mm ( automatic )

±0.15mm ( shear )

±0.15mm ( razor )

≥18mm ( automatic )

≥16mm ( standard )

≥11mm ( razor )

6 sets ( included )

10 sets ( options )

4m

0.4-0.6MPa

3PH+N+PE

11KW

2300×1600×1460

1900KGS

Max Web Width

Max Speed

Max Unwind Dia.

Max Rewind Dia.

Auto Slit Precision

Min Slit Width

Blades Installed

Paper Path

Air Supply

Power Supply

Total Motor Power

Dimension

Weight

SINGLE LAYER FILMS
Suitable to rewind thin films with 
optional Core-Lock differential 
rewind shafts. Slip threshold can be 
controlled from the touchscreen user 
panel. Lay-on rollers avoid 
air-bubbles during rewinding

High-quality German-made counting 
sensor - extra accessories needed for 
clear-on-clear material.

WON-370 AUTOMATIC SLITTER REWINDER

AUTOMATIC SLITTING
Automatically positioned slitting knifes 
that are easy to control form the 
user-interface, including edge-trimming. 
Maximum of 10 knifes allows for a wide 
range of slitting possibilities. Optionally 
add manual razor blade also. 

SEMI-AUTO TURRET

WEB ADVANCE
The optional web advance comes with 
additional clamps. And is available for 
both the upper and lower rewind. The 
web advance can also function as a 
lay-on roller when rewinding filmic 
materials

semi-automatic 2-spindle turret which 
will turn automatically, and lower a 
pressure arm upon reaching the counter 
set. Simple, effective and highly 
productive. Suitable for clock-wise and 
anti-clockwise rewinding.



WON-370 SLITTER REWINDER

The WON-370 narrow-web slitter rewinder is fully 
servo-driven and features taper tension control, top 

brand web guiding, turret rewind, meter and number 
counting, static eliminator etc. The ultimate 

configuration for high productivity and quality.

* May vary depending on selected options&configurations

 

COUNTER
High-quality German-made counting 
sensor - extra accessories needed 
for transparent film material.

UNWINDER & WEB GUIDING

TURRET REWINDER
Rewinder with closed-loop tension 
control system ensures continuous 
stable tension. 400mm maximum 
rewind diameter.

Fully 
Servo-Driven 
Narrow-Web 

Slitter 
Rewinder

S370 S450 S520

AVAILABLE WIDTH: 370MM/450MM/520MMWON-370

370mm

300m/min 

16mm

700mm

400mm

6 Sets

0.4~0.6MPa

3 PH+N+PE

7KW

1800×1200×1400mm

1200KGS

450mm

300m/min 

16mm

700mm

400mm

6 Sets

0.4~0.6MPa

3 PH+N+PE

7KW

1800×1320×1400mm

1300KGS

520mm

300m/min 

16mm

700mm

400mm

6 Sets

0.4~0.6MPa

3 PH+N+PE

10KW

2265×1390×1400mm

1550KGS

Max Web Width

Max Speed

Min Slit width

Max Unwinder dia.

Max Rewinder dia.

Blades Installed

Air Supply

Power Supply

Total Motor Power

Dimension

Weight

SLITTING OPTIONS 

Optional standard 6 shear slitter or 
razor blade slitter. Easy to install. 
Features a standard high pressure 
waste suction system.

Servo driven unwind for clock wise 
and anti-clock wise unwinding. 
Automatic tension control, end-of-roll 
detection, webguide, integrated splice 
table, 76mm unwind mandrel. Factory 
upgrade to unwind rolls with dia = 
1000mm and a reel lift possible.



* May vary depending on selected options&configurations

KISS-330-SD  HIGH-SPEED FLATBED
DIE CUTTING MACHINE

 

 

KISS-330-SD AVAILABLE WIDTH: 330MM/450MM
Max Web Width

Max Speed

Max Unwinder dia.

Max Rewinder dia.

Min Slitting width

Accuracy of Adhesive Cutting

Air Supply

Total Motor Power

Dimension  

Weight

330mm

120m/min

700mm

700mm

16mm

±0.15mm

0.4~0.6MPa

14KW 

2800×1260×2005mm  

2800KGS

High-speed flatbed die cutting machine with Rhyguan’s special 
dancer paper feeding system, enabling impressive speeds of up to 

120 m/min. Features 
laminator, sheeter, slitter etc.

UNWINDER & WEB GUIDING
Unwinder with closed-loop tension 
control. Electronic web guide with 
ultrasonic edge guide sensor. 76 
mm air expanding mandrel. Max 
diameter 700 mm – 1000 mm roll 
capacity.

 

LAMINATOR
Optional, tension-controlled 
lamination for liner or linerless 
substrates.  

SLITTING OPTIONS
Add shear slitting knifes. Increase 
productivity with automatic shear 
slitting to control the knifes from the 
user-interface. Optional further 
automation and razorblades.

REWINDING OPTIONS
Standard single rewind. Upgrade to 
dual rewind, or a semi-automatic 
turret for optimal productivity.

Highly Durable 
Design With 

Great Cut And 
Slit Precision 

Digitally 
Controlled From 

Touch Screen 
In The Future

FLATBED DIE-CUTTING

High speed rotary cut-sheet module 
with a conveyor belt enable sheet 
cutting and collations. This can be 
upgraded with an automatic stacking 
unit and combined with single and 
dual rewind options for optimal 
flexibility. 

CUT-SHEET DELIVERY

High speed precision flatbed die-cutting 
unit with maximum speed of 400 
stamps/minute. It features a 
high-precision step-and-repeat of max 
300mm for a high speed throughput of 
max speed of 120m/min. The Servo 
controlled die-cutting pressure, makes 
the module also suitable for 
embossing. 



KISS-330-HF FLATBED HOT
 FOIL MACHINE

SERVO FOILING SYSTEM
Servo-driven, easy-to-operate, cost-saving flatbed hot foil system.  
Minimizes waste. Max foiling area 280 mm x 280 mm. 

SERVO FOILING SYSTEM
The servo driver allows a dwell time irrespective of machine speed in order for 
the foil save function to ensure minimum foil waste.

Highly Durable 
Design With 

Great Cut And 
Foil Precision 

UNWINDER & WEB GUIDING
Unwinder with closed-loop tension 
control. Electronic web guide with 
ultrasonic edge guide sensor. 76 
mm air expanding mandrel. Max 
diameter 700 mm – 1000 mm roll 
capacity.

FLATBED DIE CUTTER 

SINGLE REWINDER
Rewinder with closed-loop tension 
control system ensures continuous 
stable tension. 700 mm maximum 
rewind diameter.

High speed precision flatbed die-cutting 
unit with maximum speed of 400 
stamps/minute. It features a 
high-precision step-and-repeat of max 
300mm for a high speed throughput of 
max speed of 120m/min. The Servo 
controlled die-cutting pressure, makes 
the module also suitable for embossing. 

KISS-330-HF AVAILABLE WIDTH: 330MM/420MM
330mm

90m/min(300repeats/min)

700mm

700mm

16mm

±0.15mm

Mark Sensor

300mm

0°~ 90°

8 rolls

Support by servo

±0.15mm

0~200℃

0.4~0.6MPa

30KW 

2950 × 1260 × 2025mm  

3000KGS

Max Web Width

Max Speed

Max Unwinder dia.

Max Rewinder dia.

Min Slitting width

Accuracy of Adhesive Cutting

Registration

Max Hot Foil Dia.

Hot Foil Feeding Direction

Max Hot Foil Rolls

Foil Jump Adjustment

Accuracy of Foil Register

Heat range

Air Supply

Total Motor Power

Dimension

Weight

* May vary depending on selected options&configurations

Servo-driven flatbed hot foil machine featuring a highly durable design that 
enables cut and foil precision in ±0.15mm. KISS-330HF provides hot foiling system, 
electric heating control, and intermittent foiling, and offers continuous tension for 

higher efficiency and register precision performance.



* May vary depending on selected options&configurations

KISS-330-PLUS-2  SPOT VARNISH AND
DIE CUTTING

The Optimal  
Solution  
For High  

Productivity

Machine for cost-efficient, high quality converting and finishing. 
Features unwinding, cold foiling, 

super varnishing, Semi or full flexo printing, 
Flat bed die cutting, slitting and sheeting. 
The optimal solution for high productivity.

Fully servo driven.

FLATBED DIE-CUTTING
High speed precision flatbed die-cut
-ting unit with maximum speed of 
400 stamps/minute. It features a 
high-precision step-and-repeat of 
max 300mm for a high speed throu-
ghput of max speed of 120m/min. 
The Servo controlled die-cutting pre-
ssure, makes the module also 
suitable for embossing. 

CUT-SHEET DELIVERY
High speed rotary cut-sheet module 
with a conveyor belt enable sheet 
cutting and collations. This can be 
upgraded with an automatic stacking 
unit and combined with single and 
dual rewind options for optimal 
flexibility. 

SLITTING OPTIONS
Add shear slitting knifes. Increase 
productivity with automatic shear 
slitting to control the knifes from the 
user-interface. Optional further 
automation and razorblades.

KISS -330-PLUS-2
Max Web Width

Max Flexo Printing Speed (full-rotary)

Max Flexo Printing Speed (semi-rotary)

Accuracy of Flexo Register

Max Unwinder dia.

Max Rewinder dia.

Max Flat Bed Die Cutting Speed

Min Slitting width

Registration

Dimension

Weight

330mm

90 m/min

60 m/min

±0.15mm

700mm

700mm

120m/min 

16mm

Mark Sensor

4520×1700×1790mm

4200KGS

AVAILABLE WIDTH: 330MM/420MM

Servo driven unwind for clock wise and 
anti-clock wise unwinding. Automatic 
tension control, end-of-roll detection, 
webguide, integrated splice table, 76mm 
unwind mandrel. Factory upgrade to 
unwind rolls with dia = 1000mm and a 
reel lift possible.

COLD FOIL & SUPER VARNISH

UNWINDER & WEB GUIDING

SEMI/FULL ROTARY FLEXO
Independent Servo driven with auto 
pre-positioning, and registration. 
Standard equipped with Z152 print 
cylinder. Optional childrum, standard or 
LED curing. Semi-rotary print lengths 
50mm—386mm and full rotary print 
lengths: 190.5mm-482mm.

Optional Full or semi-rotary cold foil, in 
combination with standard or LED 
curing. Can be used for super varnish.  

REWINDING OPTIONS
Standard single rewind. Upgrade to 
dual rewind, or a semi-automatic 
turret for optimal productivity.



GC-560 COATING MACHINE

GC-560

Rotogravure coating machine for adhesive coating, reverse printing of labels, 
counterfeit labels, over-laminating, and tape making. Also used for surface coating, 

such as top coating for HP digital printing, top coating for UV printable ink, color 
coating including reflective inks, fluorescent inks and matte coating. 6 meters or more 

drying length, with machine speeds up to 100m/min, Full-Semi Rotary die cutting 
device and slitting device can be installed on this machine as well.

* May vary depending on selected options&configurations

Full-semi Rotary Die Cutting 
Device And Slitting Device 

Can Be Installed On 
This Machine As Well.

Max Web Width

Max Coating Width

Max Mechanical Speed

Max Unwinder dia.

Max Rewinder dia.

Max waste Matrix dia.

Max Lamination Unwinder Dia.

Air Supply

Total Motor Power

Dimension 

560mm

540mm

100m/min

1000mm

1000mm

600mm

600mm

0.4~0.6MPa

146.2KW 

12000×2350×3800mm  



www.rhyguan.com

SMART CONVERTING SOLUTIONSSMART CONVERTING SOLUTIONS
Tel：
0086-577-66811166

Add：
No. 3225 Wangdong East Road, Shangwang Street, 
Ruian City, Zhejiang Province, China. 
P.C: 325200

E-mail：
info@rhyguan.com

Fax：
0086-577-66811866

Web：
www.rhyguan.com

ZHEJIANG RHYGUAN MACHINERY CO., LTD.


